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& CAYIROVA DECLARATION OF PERFORMANCE

BORU (according to Regulation EU No 305/2011)
DoP No: 002 / Client No: 6000028

Product type Cold formed steel tubes Grade S195T according to EN 10255.

Intended use Cold formed welded steel tubes for general use in building and
mechanical service applications.

Manufacturer Cayirova Boru San. Ve Tic. AS.
Osmangazi Mah. Asiroglu Cad. No: 170
Darica / Kocaeli / Turkey
www.cayirovaboru.com

Verification of constancy System 3
Notified body Turkish Standard Instifution

Notified body no 1783

T.S.E. oversaw the initial type testing of the product by an approved laboratory and issued the ITT
report,
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CAYIROVA BORU SANAYI ve
TICARET A.S.

Osmangazi Mahallesi Agiroglu Caddesi No:170 Cayirova
Darica/TURKIYE
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EN 10255

Harmonised
Essential characteristics Performance technical
specification
Reaction fo fire EN 10255 8.7 Class Al(steel)
Yield strength EN 10255 8.2 and Table 1
Dimensional tolerances EN 1025584.3108.4.6
Tightness: Gas and liquid EN 10255 8.5 EN 10255:2004 +
Dangerous substances EN 10255 8.6 A
Durability Durability is dependent on the method of
protection and/or the type and thickness of the
coating.

The performance of fhe product identified above is in conformity with the declared performance
identified in the table.

Signed for and behalf of Cayirova Boru San. Ve Tic. A.$. by:

Dilek Manisali — Quality Manager g W‘
e ( é ; 4

01.07.2013

Non-Alloy steel tubes suitable for
welding and threading.

Reaction To Fire : Euroclass A 1
Minimum Yield Strength: 195 MPa
Durability: Uncoated/ Suitable
Dimensions : Passed

Leak Tightness Gas&Liquid : Passed




