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34CrNiMo6+QT ISO-V -40º > 42 J 3.1
Hot-rolled according

to EN 10060
16 - 290 mm

34CrNiMo6+QT ISO-V -40º > 42 J 3.1 Forged -0/+3 300 - 700 mm

30CrNiMo8+QT ISO-V -40º > 42 J 3.2 LRS
Hot-rolled according

to EN 10060
30 - 290 mm

30CrNiMo8+QT ISO-V -40º > 42 J 3.2 LRS Forged -0/+3 255 - 1000 mm

42CrMo4+QT - 3.1
Hot-rolled according

to EN 10060
16 - 290 mm

42CrMo4+QT - 3.1 Forged -0/+3 300 - 1000 mm

42CrMo4+QT
ISO-V -20º > 27 J

 
3.2 LRS

Hot-rolled according
to EN 10060

100 - 200 mm

Alloyed machining steels

Alloyed tempered steels - EN 10083/10250-3



S355 J0/S355 J2AR 3.1
Hot-rolled according to

EN 10060
16 - 290 mm

S355 J2G3+N 3.1
Hot-rolled according to

EN 10060
90 - 290 mm

S355 J2G3+N 3.1 Forged -0/+3 300 - 725 mm

Structural steel - EN 10025 

*130 - 290 mm HL 10 - 12 Meter

S355 J2G3+N 3.2 LRS
Hot-rolled according to

EN 10060
20 - 290 mm

S355 J2G3+N 3.2 LRS Forged -0/-3 300 - 1300 mm

*

General structural steels

Impact strength values -40º > 42 Joules

Carbon mangenese structural steels - EN 10025

Carbon mangenese structural steels - EN 10025:2005



C45 3.1
Hot-rolled according to

EN 10060
16 - 290 mm

C45+N 3.1 Forged -0/+3 300 - 800 mm

C60 3.1
Hot-rolled according to

EN 10060
20 - 290 mm

C60+N 3.1 Forged -0/+3 300 - 530 mm

C45+N 3.2 LRS
Hot-rolled according to

EN 10060
60 - 290 mm

C45+N 3.2 LRS Forged -0/+3 300 - 500 mm

Unalloyed machinery steel - EN 10083

Alloyed case-hardening steels - EN 10084

16MnCr5+A 3.1
Hot-rolled according to

EN 10060
25 - 290 mm

16MnCr5+A 3.1 Forged -0/+3 300 - 500 mm

17CrNi6-6 3.1
Hot-rolled according to

EN 10060 
22 - 240 mm

Structural steel - EN 10025 

Unalloyed machinery steel - EN 10083Structural steel - EN 10025 

*130 - 290 mm HL 10 - 12 Meter

*

Unalloyed machinery steels

Unalloyed machinery steels - EN 10083/100250-2

Alloyed case-hardening steels



It is no surprise that with our extensive product and market knowledge we
play a leading role in the Netherlands as an aluminium supplier for yacht
building. And we are taking on this role outside the Netherlands to an even
greater extent. Our experienced export team ensures that we deliver your
material as planned, wherever you are located. We are glad to take care of all
the transport and associated export documentation on your behalf.

Kloeckner Metals Netherlands
makes a difference

The company ODS has a heritage of more than 200 years of knowledge and expertise when it comes
to non-ferrous products, steel products and materials for the construction industry. Kloeckner Metals
Netherlands, as we are called today, has been grown into one of the largest multi-metal distributors
in the Netherlands, offering a broad product range, streamlined logistics and a wide range of material
processing possibilities. Being part of the Klöckner & Co multinational, we can deliver any metal
material you might need, wherever you are in the world, thereby offering you a one-stop-shop
experience

Quality
Our many years’ experience with all the
leading manufacturers and suppliers
enables us to maintain the high quality of
our product range. In addition, our quality is
assured by a permanently monitored
quality system based on NEN-ISO 9001.
This system is issued by Lloyd’s Register
Quality Assurance. Moreover, our products
are supplied in accordance with the
prevailing international standards and, if so
required, accompanied by 2.2, 3.1 or 3.2
material certificates

Why opt for Kloeckner
Metals Netherlands?
We offer a comprehensive range of materials,
streamlined logistics, a wide range of
machining processes and expert advice.

Logistics
Kloeckner Metals is an international
organization with different distribution
locations in different countries, including an
office in Barendrecht. Two warehouses are
located near the ports of Rotterdam and
Antwerp. Our fleet of over 40 trucks and
reliable logistics partners enable us to
guarantee high flexibility and prompt delivery
of the materials ordered.

Services
We deliver our products for your convenience
both in standard sizes and shapes and to your
individual specification. We have many years
of experience with the specific needs of
exporting to international markets, so that
we can support with specialized packaging
requirements and with export
documentation, shipping and financial
arrangements.



Contact
+31(0)180 640 911
export@kloeckner.com
Donk 6 | 2991 LE | Barendrecht
P.O. Box 69 | 2990 AB | Barendrecht
The Netherlands
kloecknermetals.nl/nl/export/about-export
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